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1
PORTABLE ELECTRONIC DEVICE
INCLUDING A PEDOMETER FUNCTION
WITH SUPPRESSION OF COUNTING
ERRORS

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is the National Stage of International
Application No. PCT/JP2009/063487, filed Jul. 29, 2009,
which claims the benefit of Japanese Application No. 2008-
195405, filed Jul. 29, 2008, Japanese Application No. 2008-
218497, filed Aug. 27, 2008, and Japanese Application No.
2008-249135, filed Sep. 26, 2008, the entire contents of all of
which are incorporated by reference herein.

FIELD OF THE INVENTION

The present invention relates to a portable electronic device
such as a portable phone.

BACKGROUND OF THE INVENTION

In recent years, a portable phone as a portable electronic
device is equipped with sensors such as an acceleration sen-
sor, or a GPS (Global Positioning System) function for detect-
ing the location of the portable phone, in order to detect
conditions of the portable phone. In accordance with the
conditions detected by the sensor, the portable phone runs a
predetermined application software or changes control
details. In addition, the portable phone controls communica-
tion functions and mail functions using positional informa-
tion acquired by the GPS function.

Here, as the portable phone having a function utilizing a
sensor, a portable phone is proposed that has an application
program that performs a function of a pedometer, which
counts the number of steps taken by the user utilizing accel-
eration data detected by an acceleration sensor (for example,
refer to Patent Document 1).

Patent Document 1: Japanese Unexamined Patent Applica-

tion Publication No. 2005-167758

SUMMARY OF THE INVENTION
Problems to be Solved by the Invention

However, in the portable phone of Patent Document 1,
when vibration is applied to a portable phone by a vibration
function that informs of arrival of a communication, since the
acceleration sensor detects such vibration also, a large error
may arise in the number of steps measured by the pedometer
functionality.

In addition, in the portable phone of Patent Document 1,
the acceleration sensor detects acceleration even when a por-
table phone is put on hard objects such as a desk, when an
operation to open and close a folding type portable phone is
performed, when a specific function is performed by bringing
the portable phone to have artificial acceleration, and the like.

Accordingly, in the portable phone of Patent Document 1,
accelerations produced by actions other than a walking action
may be detected by the acceleration sensor, and the number of
steps may be counted by the pedometer function based on the
accelerations detected. For this reason, an error may arise
between the number of steps counted by the pedometer func-
tion and the number of steps actually taken.
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2

An object of the present invention is to provide a portable
electronic device having a capability to count the number of
steps, wherein errors in the count values are suppressed.

Means for Solving the Problems

The present invention relates to a portable electronic device
comprising: a housing; an acceleration detection unit housed
in the housing; and a step counting unit including a counting
unit that counts a number of steps based on temporal changes
in acceleration detected by the acceleration detection unit,
and a correction unit that corrects the number of steps counted
by the counting unit.

Moreover, preferably, the counting unit comprises: a timer
unit housed in the housing; a determination unit that deter-
mines whether a waveform pattern detected by the accelera-
tion detection unit is a 1A waveform pattern or a 2A wave-
form pattern; and a counting unit that counts a number of the
1A waveform patterns; and the correction unit comprises: a
calculation unit that calculates a number of detections ina 1A
detected value waveform pattern in a time period; a measure-
ment unit that measures a duration period of a 2A detected
value waveform pattern; a presumption unit that presumes a
number of detections of the 1A detected value waveform
patterns by multiplying the number of detections in a time
period calculated by the calculation unit by the duration
period measured by the measurement unit; and an adder unit
that adds the number of detections presumed by the presump-
tion unit to the count number in the counting unit.

Moreover, preferably, the step counting unit comprises an
adder unit that determines whether the waveform pattern
detected by the acceleration detection unit is a 1A waveform
pattern which is a waveform pattern of a human being walk-
ing or running, or a 2A waveform pattern which is caused by
an addition of other vibration to the walking motion or run-
ning motion of the human being, counts a number of the 1A
waveform patterns, creates a virtual waveform pattern from
the 2A waveform pattern, and adds a number of virtual wave-
form patterns having substantially identical shape to all or a
part of the 1A waveform pattern in the virtual waveform
pattern.

Moreover, preferably the counting unit comprises: a timer
unit housed in the housing; a storage unit that stores informa-
tion about a waveform pattern of temporal changes in accel-
eration values, which is information of a 1A threshold infor-
mation about an oscillation period of a waveform pattern and
a 2A threshold information about an amplitude of a waveform
pattern; a 1A determination unit that determines whether a
detected value waveform pattern that is a waveform pattern of
temporal changes in acceleration values detected by the
acceleration detection unit is a 1A detected value waveform
pattern in which the oscillation period is greater than or equal
to the 1 A threshold and the amplitude is greater than or equal
to the 2A threshold; a 2A determination unit that determines
whether the detected value waveform pattern is a 2A detected
value waveform pattern in which the oscillation period is
smaller than the 1A threshold and the amplitude is greater
than or equal to the 2A threshold, and the virtual waveform
pattern calculated from the detected value waveform pattern
has substantially identical shape to all or a part of the 1A
detected value waveform pattern; and a 1A counting unit that
counts a number of the 1A detected value waveform pattern
determined by the 1A determination unit; and the correction
unitcomprises: a 2A counting unit that counts a number of the
virtual waveform patterns in the 2 A detected value waveform
pattern determined by the 2A determination unit; and an
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adder unit that adds a count number in the 2A counting unit to
a count number in the 1A counting unit.

Moreover, preferably, the counting unit comprises: a timer
unit housed in the housing; a positional information acquisi-
tion unit that is housed in the housing and acquires positional
information of the housing; a storage unit that stores infor-
mation about a waveform pattern of temporal changes in
acceleration values, which is information of a 1B threshold
information about the oscillating period of the waveform
pattern and 2B threshold information about the amplitude of
the waveform pattern; a 1B determination unit that deter-
mines whether the amplitude is greater than or equal to the 2B
threshold in the detected value waveform pattern that is a
waveform pattern of temporal changes in acceleration values
detected by the acceleration detection unit; a 2B determina-
tion unit that determines whether a current state is a moving
state when the housing is moving based on the positional
information in a case where the amplitude is determined as
greater than or equal to the 2B threshold by the 1B determi-
nation unit; a 3B determination unit that determines whether
the oscillating period of a detected value waveform pattern is
greater than or equal to the 1B threshold in a case where the
2B determination unit determined that the current state is the
moving state; and a 1B counting unit that counts a number of
the 1B detected value waveform patterns determined as hav-
ing the oscillation period greater than or equal to the 1B
threshold by the 3B determination unit among the detected
value waveform patterns; and the correction unit comprises: a
calculation unit that calculates a number of detections in the
1B detected value waveform pattern in a time period; a mea-
surement unit that measures a duration period of the 2B
detected value waveform pattern determined as having the
oscillation period smaller than the 1B threshold by the 3B
determination unit among the detected value waveform pat-
terns; a presumption unit that presumes a number of detec-
tions of the 1B detected value waveform patterns by multi-
plying the duration period measured by the measurement unit
by the number of detections in a time period calculated by the
calculation unit; and an adder unit that adds the number of
detections presumed by the presumption unit to the count
number in the count unit.

Moreover, preferably, the counting unit comprises: a timer
unit housed in the housing; a positional information acquisi-
tion unit that is housed in the housing and acquires positional
information of the housing; a storage unit that stores infor-
mation about a waveform pattern of temporal changes in
acceleration values, which is information of a 1B threshold
information about the oscillation period of a waveform pat-
tern and 2B threshold information about the amplitude of a
waveform pattern; a 1B determination unit that determines
that the amplitude is greater than or equal to the 2B threshold
in the detected value waveform pattern that is a waveform
pattern of temporal changes in acceleration values detected
by the acceleration detection unit; a 2B determination unit
that determines whether a current state is a moving state
where the housing is moving based on the positional infor-
mation in a case where the 1B determination unit determined
that the amplitude is greater than or equal to the 2B threshold;
a 3B determination unit that determines whether the oscilla-
tion period of the detected value waveform pattern is greater
than or equal to the 1B threshold in a case where the 2B
determination unit determined that the current state is the
moving state; and a 1B counting unit that counts a number of
the 1B detected value waveform patterns determined as hav-
ing the oscillation period greater than or equal to the 1B
threshold by the 3B determination unit among the detected
value waveform patterns; and the correction unit comprises: a
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2B counting unit that counts a number of virtual waveform
patterns that are made by coupling adjacent top points in the
2B detected value waveform pattern determined as having the
oscillation period smaller than the 1B threshold among the
detected value waveform patterns; and an adder unit that adds
the count number in the 1B counting unit to the count number
in the 2B counting unit.

In addition, the present invention relates to a portable elec-
tronic device comprising: a housing; an acceleration detec-
tion unit housed in the housing; a counting unit that counts
steps based on temporal changes of acceleration detected by
the acceleration detection unit; a count determination unit
that determines whether the counting unit determined that a
fixed number of steps is counted from a start or restart of the
count; a determination unit that determines whether a new
step is counted by the counting unit during a predetermined
period after the fixed number of steps has been counted if the
count determination unit determined that the fixed number of
steps has been counted; and a count control unit that controls
the counting unit to cancel the fixed number of steps from
total number of steps counted by the counting unit if the
determination unit determined that a new step has not been
counted within the predetermined period.

Effects of the Invention

An object of the present invention is to provide a portable
electronic device having a capability to count the number of
steps, wherein errors in the count number values are sup-
pressed.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1is an appearance perspective view in a state where a
portable phone 1A is opened.

FIG. 2 is an exploded perspective view of a member housed
in a manipulation unit side housing 2.

FIG. 3 is an exploded perspective view of a member housed
in a display unit side housing 3.

FIG. 41is ablock diagram illustrating a circuit configuration
in the portable phone 1A of Embodiment A.

FIG. 5 is a chart showing temporal changes in synthetic
acceleration values in a 1A state (walking state).

FIG. 6 is a chart showing temporal changes in synthetic
acceleration values in a 2A state (walking state+vibration by
a vibration producing unit 99).

FIG. 7 is a chart showing temporal changes in synthetic
acceleration values in a 3A state (only vibration by the vibra-
tion producing unit 99).

FIG. 8 is a flow chart illustrating an operation in a pedom-
eter function unit.

FIG. 91s ablock diagram illustrating a circuit configuration
in another embodiment corresponding to Embodiment A.

FIG. 10 is a block diagram illustrating a circuit configura-
tion in a portable phone 1 of Embodiment B.

FIG. 11 is a chart showing temporal changes in synthetic
acceleration values in a 1B state (walking state).

FIG. 12 is a chart showing temporal changes in synthetic
acceleration values in a 2B state (walking state+vibration by
the vibration producing unit 99).

FIG. 13 is a chart showing temporal changes in synthetic
acceleration values in a 3B state (only vibration by the vibra-
tion producing unit 99).

FIG. 14 is a flow chart illustrating an operation in a pedom-
eter function unit.

FIG. 15 is a block diagram illustrating a circuit configura-
tion in another embodiment corresponding to Embodiment B.
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FIG. 16 is a block diagram illustrating a circuit configura-
tion in another embodiment corresponding to Embodiment B.

FIG. 17 is a block diagram illustrating a circuit configura-
tion in a portable phone 1C of Embodiment C.

FIG. 18 is a chart showing temporal changes in synthetic
acceleration values obtained by synthesizing acceleration
detected by an acceleration sensor 100.

FIG. 19 is a chart showing temporal changes in synthetic
acceleration values obtained by synthesizing acceleration
detected by the acceleration sensor 100.

FIG. 20 is a chart showing temporal changes in synthetic
acceleration values obtained by synthesizing acceleration
detected by the acceleration sensor 100.

FIG. 21 is a chart showing temporal changes in synthetic
acceleration values obtained by synthesizing acceleration
detected by the acceleration sensor 100; and

FIG. 22 is a flow chart showing counting processing of the
number of steps by a control unit (CPU) 45C.

DETAILED DESCRIPTION OF THE INVENTION

Hereafter, Embodiment A to Embodiment C will be
described as most preferred embodiments for implementing
the present invention, with reference to the drawings.

First, Embodiment A will be described.

A basic structure in the portable phone 1A as an electronic
apparatus will be described with reference to FIG. 1. FIG. 1
shows an appearance perspective view in a state where the
portable phone 1A is opened.

As shown in FIG. 1, the portable phone 1A includes a
manipulation unit side housing 2 as a housing, and a display
unit side housing 3. The manipulation unit side housing 2 and
the display unit side housing 3 are connected such that the
opening and closing thereof are possible via a connection
portion 4 having a hinge mechanism. Specifically, an upper
end portion of the manipulation unit side housing 2 and a
lower end portion of the display unit side housing 3 are
connected via the connection portion 4. Thereby, the portable
phone 1A is configured such that it is possible to move the
manipulation unit side housing 2 and the display unit side
housing 3, which are connected via the hinge mechanism,
relatively with each other. That is, the portable phone 1A can
be in a state (opened state) where the manipulation unit side
housing 2 and the display unit side housing 3 are opened, and
a state (closed state) where the manipulation unit side housing
2 and the display unit side housing 3 are in a folded state.
Here, a closed state means a state where both housings are
arranged to overlap with each other, and an opened state
means a state where both housings are arranged to not overlap
with each other.

An outer surface of the manipulation unit side housing 2 is
configured with a front case 2a and a rear case 2b. The
manipulation unit side housing 2 is configured so that, at its
front case 2a side, a group of operation keys 11 as an input
means, and a voice input unit 12 as a microphone to which
voice produced by the user of the portable phone 1A are
respectively exposed.

The group of operation keys 11 is configured with a func-
tion setting operation key 13 for bringing various functions
such as various settings, a telephone directory function, a mail
function, and the like, and an input operation key 14 for
inputting numbers of a telephone number, characters of mail
and the like, for example, and a determination operation key
15, which is an operation member that performs determina-
tion in various operations, scrolling in up, down, left and right
directions, and the like. A predetermined function is assigned
to each key constituting the group of operation keys 11
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according to the opening or closing state of the manipulation
unit side housing 2 and the display unit side housing 3, vari-
ous modes, type of application running, or the like (key
assigning). Then, when the user presses the keys, an operation
is executed according to the function assigned to each key.

The voice input unit 12 is arranged at an outer end portion
side opposite to the connection portion 4 side in the longitu-
dinal direction of the manipulation unit side housing 2. That
is, the voice input unit 12 is arranged at the outer end portion
side of one side when the portable phone 1A is in the opened
state.

On a side face of one side of the manipulation unit side
housing 2, an interface (not illustrated) for communicating
with external devices (for example, a host device) is arranged.
On a side face of the other side of the manipulation unit side
housing 2, a side key to which a predetermined function is
assigned, and an interface (not illustrated) with which inser-
tion and removal of an external memory are performed are
arranged. The interface is covered with a cap. Each interface
is covered with a cap when not in use.

An outer surface of the display unit side housing 3 is
configured by a front panel 3q, a front case 35, a rear case 3¢
(refer to FIG. 3), and a rear panel 3d (refer to FIG. 3). A
display unit 21 for displaying a variety of information, and a
voice output unit 22, which is a receiver that outputs voice of
the other party of a call are arranged at the front case 35 in the
display unit side housing 3 so that they are exposed. Here, the
display unit 21 is configured by a liquid crystal panel, a drive
circuit which drives this liquid crystal panel, and a light
source unit such as a back light, which radiates light from a
back side of this liquid crystal panel.

Next, with reference to FIG. 2 and FIG. 3, an internal
structure of the manipulation unit side housing 2 and the
display unit side housing 3 will be described. FIG. 2 is an
exploded perspective view of a member housed in the
manipulation unit side housing 2. FIG. 3 is an exploded
perspective view of a member housed in the display unit side
housing 3.

As shown in FIG. 2, the manipulation unit side housing 2
includes a front case 24, a key structure portion 40, a key
substrate 50, a case body 60, a circuit board 70 including
various electronic parts such as a reference potential pattern
layer 75 and an RF (Radio Frequency) module for a portable
phone, an antenna unit 90, a rear case 25 including a battery
lid 2¢, and a battery 80.

The front case 2a and the rear case 2b are arranged so that
their concave-shaped internal surfaces face each other and
their outer circumferential edges overlap each other. In addi-
tion, a key structure portion 40, akey substrate 50, a case body
60, a circuit board 70, and an antenna unit 90 are housed
between the front case 2a and the rear case 25 so as to be
sandwiched therebetween.

Key holes 134, 14a, and 15a are formed in the front case 2a
on an internal surface that faces the display unit 21 of the
display unit side housing 3 in a state where the portable phone
1A is folded together. From each of the key holes 13a, 14a and
15a, a pressing surface of the function setting operation key
member 135 constituting the function setting operation key
13, a pressing surface of the input operation key member 145
constituting the input operation key 14, and a pressing surface
of the determination operation key member 155 constituting
the determination operation key 15 are exposed. By pressing
the pressing surfaces of thus exposed function setting opera-
tion key member 135, input operation key member 145, and
determination operation key member 155, the top of a metal
dome (bowl-shaped), which is described later, provided at
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each of the corresponding key switches 51, 52, and 53 is
pressed and contacts a switch terminal to be electrically con-
ducted to it.

The key structure portion 40 is configured with an opera-
tion member 40A, a key frame 40B as a reinforcement mem-
ber, and a key seat 40C as a sheet member.

The operation member 40A is configured with a plurality
of'key operation members. Specifically, it is configured with
a function setting operation key member 135, an input opera-
tion key members 145, and a determination operation key
member 156. Each of the operation key members constituting
the operation member 40A is adhered to the key seat 40C by
sandwiching the key frame 40B described later. The pressing
surface on each of the operation key members adhered to the
key seat 40C is arranged to be exposed outside from each of
the key holes 13a, 14a and 15a, as described above.

The key frame 40B is a metallic plate-shaped member in
which a plurality of hole portions 14¢ are formed. The key
frame 40B is a reinforcement member for preventing adverse
effects to the circuit board 70 or the like due to pressing of the
input operation key member 144. In addition, the key frame
40B is an electrically conductive member, and functions also
as a member for releasing static electricity in the input opera-
tionkey member 145. Convex portions 144 formed on the key
seat 40C described later are arranged to fit to a plurality of
hole portions 14¢ formed in the key frame 40B. Then, the
input operation key members 145 adheres to the convex por-
tions 14d.

The key seat 40C is a sheet-shaped member made of sili-
cone rubber having flexibility. A plurality of convex portions
144 are formed in the key seat 40C as described above. The
plurality of convex portions 14d are formed on a surface of the
key seat 40C on a side where the key frame 40B is to be
arranged. Each of the plurality of convex portions 14d is
formed at a position corresponding to the key switch 52
described later.

The key substrate 50 has a plurality of key switches 51, 52
and 53 arranged on the key seat 40C side. Each of the plurality
of key switches 51, 52 and 53 are arranged at a position
corresponding to each operation member 40A. The key
switches 51, 52 and 53 arranged at the key substrate 50 have
structures that have metal domes of metallic plates sterically
formed so as to have a curved bowl shape. The metal dome is
configured so that when the top of its bowl shape is pressed,
it contacts the switch terminal formed on an electrical circuit
(not illustrated) printed on the surface of the key substrate 50
and conducts electrically. It should be noted that, in the key
substrate 50, wiring is sandwiched among a plurality of insu-
lation layers (insulation films).

Since the key substrate 50 is arranged on a flat plate portion
61 in the case body 60, the pressure or flexure caused by each
of'the operation members 40A being pressed is difficult to be
transmitted to the circuit board 70 arranged under the case
body 60.

The case body 60 is an electrically conductive member
having a shape in which one large surface in a thin rectangular
parallelepiped has openings. The case body 60 has a rib 62
formed substantially perpendicular to the surface in the flat
plate portion 61 on the opening side. The rib 62 is formed so
that its height is equal to or sufficiently higher than the height
of an electronic part having the highest height among various
kinds of electronic parts implemented in the circuit board 70.
Therib 62 is formed so that it is compatible with the reference
potential pattern layer 75 constituting reference potential por-
tions at the periphery and inside of the flat plate portion 61.
Specifically, the rib 62 is formed so that it is arranged on the
reference potential pattern layer 75 in a state where the case
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body 60 is arranged on the circuit board 70. It should be noted
that the case body 60 may be formed of a metal, but alterna-
tively, it may be configured by forming its framework with a
resin and forming a conducting film on its surface.

The case body 60 is electrically connected to the reference
potential pattern layer 75 by way of the bottom of the rib
contacting with the reference potential pattern layer 75. The
case body 60 is electrically conducted to the reference poten-
tial pattern layer 75 so that it has the same electric potential as
the reference potential pattern layer 75. That is, the case body
60 functions as a shielding case. As the shielding case, the
case body 60 suppresses noise from the outside such as high
frequency noise impinging on various kinds of electronic
parts arranged on the circuit board 70, and blocks noise emit-
ted from an RF (Radio Frequency) circuit, a CPU circuit, a
power supply circuit, or the like, and suppresses the noise
impinging on other electronic parts, a receiving circuit con-
nected to an antenna, and the like as well. Specifically, by way
of'the bottom of the rib 62 in the case body 60 being arranged
on the reference potential pattern layer 75, each of the circuits
described later is enclosed by the rib 62 and is covered with a
part of the flat plate portion 61 as well. The rib 62 functions as
a dividing wall in each circuit, and shields each circuit
together with a part of the flat plate portion 61.

At the circuit board 70, various kinds of electronic parts or
circuits including a signal processing unit which processes
the signal that the antenna unit 90 transmits and receives and
including a CPU 45A and a memory 44A, which are not
illustrated, are arranged. Various kinds of electronic parts
form a plurality of circuit blocks with a predetermined com-
bination. For example, various kinds of circuit blocks includ-
ing an RF (Radio Frequency) circuit, a power supply circuit,
and the like are formed.

On a first surface 70a in the circuit board 70 on the case
body 60 side, the reference potential pattern layer 75 consti-
tuting a reference potential portion is formed besides various
kinds of electronic parts. The reference potential pattern layer
75 is formed so that each circuit block described above is
sectioned. The reference potential pattern layer 75 is formed
by printing an electrically conductive member on the surface
of the first surface 70a of the circuit board 70 with a prede-
termined pattern.

Here, a three axis acceleration sensor 100 as an accelera-
tion detection unit constituting the pedometer function unit
described later is mounted on the circuit board 70. The three
axis acceleration sensor 100 detects acceleration in each of
the three axis directions, X-axis, Y-axis and Z-axis, upon the
manipulation unit side housing 2 (the portable phone 1A) is
moved. The three axis acceleration sensor 100 detects accel-
eration (change) produced by walking motion e of the user
who brings the portable phone 1A, or acceleration (change)
produced in the manipulation unit side housing 2 (portable
phone 1A) by a vibration producing unit 99 described later,
for example. The three axis acceleration sensor 100 outputs
information on the detected acceleration values to the CPU
45A. The details of processing of the acceleration values
detected by the three axis acceleration sensor 100 will be
described in detail later.

The antenna unit 90 is configured by an antenna element
having a predetermined shape arranged on a base. The
antenna unit 90 is arranged at an end portion side in the
portable phone 1A opposite to the connection portion 4 side.
The antenna element of this antenna unit 90 is formed of a
belt-shaped sheet metal. In addition, electric power is sup-
plied to the antenna unit 90 from the circuit board 70 through
the feed terminal, which is not illustrated. Thereby, electric
power is supplied to the antenna element from the circuit
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board 70 through a feed terminal and the antenna element is
connected to an RF module of the circuit board 70, and the
like, as well.

A dismountable battery lid 2¢ is formed on one end side (in
FIG. 2) of the rear case 2b and is put on the rear case 25 after
placing the battery 80 from the outside of the rear case 25. In
addition, the voice input unit 12, which is not illustrated,
which inputs the user’s voice is housed on a side of one end of
the rear case 2b.

A vibration producing unit 99 is arranged on the connec-
tion portion 4 side of the rear case 26. The vibration producing
unit 99 is configured to have a motor, which is not illustrated,
and an eccentric weight attached to the output portion of the
motor. The vibration producing unit 99 is connected to the
circuit board 70 via wiring, which is not illustrated. The
vibration producing unit 99 produces a predetermined vibra-
tion to the manipulation unit side housing 2 (portable phone
1A) based on the instruction from CPU 45A mounted on the
circuit board 70. For example, the vibration producing unit 99
makes the manipulation unit side housing 2 (portable phone
1A) produce vibration in order to inform the user about arrival
of a communication at the time of the arrival of the commu-
nication. Here, the vibration producing unit 99 provides
vibration to the manipulation unit side housing 2 (portable
phone 1A) in the above-described walking state (the 2A pat-
tern, the 2A waveform pattern), and provides vibration to the
manipulation unit side housing 2 (portable phone 1A) in a
static state (the 3A pattern, the 3A waveform pattern).

As shown in FIG. 3, the display unit side housing 3
includes the front panel 3a, the voice output unit 22, the front
case 3b, the voice output unit 22, the display unit 21, the
printed circuit board 85 to which the display unit 21 is con-
nected, the rear case 3¢, and the rear panel 3d.

At the display unit side housing 3, the front panel 3a, the
front case 34, the display unit 21, the printed circuit board 85,
the rear case 3¢, and the rear panel 3d are respectively
arranged in a stacked manner. Specifically, the front case 35
and the rear case 3¢ are arranged so that their concave internal
surfaces face each other, and they are joined together so that
their outer circumferential edges overlap with each other.

Then, the printed circuit board 85 to which the display unit
21 is connected is sandwiched between the front case 35 and
the rear case 3¢ and is housed therein. A speaker is connected
to the printed circuit board 85 to which an amplifier, which is
not illustrated, is connected.

Next, the circuit configuration of the portable phone 1A
will be described with reference to FIG. 4 to FIG. 7.

FIG. 4is ablock diagram illustrating a circuit configuration
in the portable phone 1A. FIG. 5 is a chart showing temporal
changes in synthetic acceleration values in a 1A state (walk-
ing state). FIG. 6 is a chart showing temporal changes in
synthetic acceleration values in a 2A state (walking state+
vibration by the vibration producing unit 99). FIG. 7 is a chart
showing temporal changes in synthetic acceleration values in
a3 A state (only vibration by the vibration producing unit 99).

As shown in FIG. 4, a communication unit 200, the vibra-
tion producing unit 99, the three axis acceleration sensor 100,
a timer unit 101, a vibration control unit 110A as a functional
unit included in the CPU 45A, a determination unit 111A, a
counting unit 112A, a calculation unit 113 A, a measurement
unit 114A, a presumption unit 115A, an adder unit 116 A, and
amemory 44A are included. Here, the portable phone 1A has
a pedometer function unit for conducting a pedometer func-
tion. The pedometer function unit is configured to include the
three axis acceleration sensor 100 and the timer unit 101, the
determination unit 111A as a functional unit included in the
CPU 45A, the counting unit 112A, the calculation unit 113 A,
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the measurement unit 114 A, the presumption unit 115A, the
adder unit 116 A and the memory 44A.

The communication unit 200 includes an antenna unit 90
which conducts communication with an external device with
a predetermined utilization frequency band, and a communi-
cation processing unit 201 which performs signal processing
such as modulation processing and demodulation processing.

The antenna unit 90 conducts communication with an
external device (base station) with a predetermined utilization
frequency band (for example, 800 MHz). It should be noted
that in the present embodiment, although the predetermined
utilization frequency band is 800 MHz, it may be other fre-
quency bands. In addition, the antenna unit 90 may have a
structure of a so-called dual band supported type, which can
support a second utilization frequency band (for example, 2
GHz) in addition to the predetermined utilization frequency
band (first utilization frequency band), and furthermore, may
have a structure of a multi-band supporting type, which can
support a third utilization frequency band also.

The communication processing unit 201 performs
demodulation processing of the signal received through the
antenna unit 90 and supplies it to a processing unit, which is
not illustrated, and performs modulation processing of the
signal supplied from the processing unit, and transmits it to an
external device (base station) through the antenna unit 90 as
well.

As described above, the vibration producing unit 99 is
configured to include a motor, which is not illustrated, and the
eccentric weight attached to the output portion of the motor.
The vibration producing unit 99 is connected to the circuit
board 70 by wiring, which is not illustrated. The vibration
producing unit 99 causes the operation unit side housing 2
(portable phone 1A) to produce a predetermined vibration
based on the instruction from the vibration control unit 110A,
which serves as a functional unit included in the CPU 45A
mounted on the circuit board 70. For example, the vibration
producing unit 99 is caused to produce vibration at the
manipulation unit side housing 2 (portable phone 1A) in order
to inform the user about arrival of a communication at the
time of the arrival of the communication. Here, the vibration
producing unit 99 provides vibration to the manipulation unit
side housing 2 (portable phone 1A) in the above-described
walking state (the 2A pattern, the 2A waveform pattern), and
provides vibration to the manipulation unit side housing 2
(portable phone 1A) in a static state (Pattern 3A, the 3A
waveform pattern).

The three axis acceleration sensor 100 detects the accel-
eration of the manipulation unit side housing 2 (portable
phone 1A) in the three axis directions (X, Y and Z).

The acceleration sensor 100 is of a three axis (three dimen-
sions) type, which detects the acceleration in X axial direc-
tion, Y axial direction, and Z axial direction, which intersect
orthogonally among them, and measures the acceleration (a)
based on the force (F) applied from the outside and the mass
(m) (Acceleration (a)=Force (F)/Mass (m)).

In addition, the acceleration sensor 100 measures the force
applied to predetermined mass by a piezoelectric device and
obtains the acceleration for each axis, and makes numerical
data and buffers it. Then, the CPU (control unit) 45 reads the
acceleration data buffered periodically. It should be noted that
the acceleration sensor 100 is not limited to a piezoelectric
device (piezo-electric type) and it may be configured of types
suchasa MEMS (Micro Electro Mechanical Systems) type of
a piezoresistance type, an electrostatic capacity type, a heat
detection type, and the like, a servo type, which moves a
movable coil and returns it to its original position by way of a
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feedback current, a strain gauge type, which measures strain
produced by the acceleration with a strain gauge.

The acceleration information from the three axis accelera-
tion sensor 100 is outputted to the determination unit 111A.

The timer unit 101 has a time measuring function. The
timer unit 101 is configured so that it can output time infor-
mation including the current time. The time information out-
putted from the timer unit 101 is configured so that it can be
outputted to the calculation unit 113 A and the measurement
unit 114 A described later.

The memory 44 A stores various application programs and
varieties of information such as an application program which
operates a pedometer function. In addition, the memory 44A
stores in advance information about the waveform pattern of
temporal changes in acceleration values. Specifically, it
stores in advance at least information about a 1A waveform
pattern when the manipulation unit side housing 2 (portable
phone 1A) is moving due to the walking motion of a user,
information about a 2A waveform pattern when a continuous
or intermittent vibration is applied by the vibration producing
unit 99, and information about a 3A waveform pattern when
only the continuous or intermittent vibration by the vibration
producing unit 99 is applied.

In the present embodiment, the memory 44A stores infor-
mation about the waveform pattern of temporal changes in the
synthetic acceleration values obtained by synthesizing the
acceleration values in the three axis directions. The memory
44A stores amplitude information and oscillation period
information in the waveform pattern. Here, the memory 44A
stores the waveform pattern for every cycle. It should be noted
that when the acceleration value is (X, Y, Z), the synthetic
acceleration value (G) is represented by the following for-
mula (Mathematical Expression 1).

[Math.1]

The vibration control unit 110A instructs the vibration
producing unit 99 to generate vibration. For example, as
described above, when the communication unit 200 receives
arrival of acommunication from an external device, the vibra-
tion control unit 110A conducts an instruction to the vibration
producing unit 99 to drive the vibration producing unit 99
(vibration is produced) in order to inform the user about the
arrival of the communication. Here, the vibration control unit
110A instructs the vibration producing unit 99 in accordance
with an alarm function, a mail function, and the like, in
addition to the time of the arrival of the communication.

The determination unit 111A determines a state of the
portable phone 1A based on the acceleration information
from the three axis acceleration sensor 100. The determina-
tion unit 111A determines the state of the portable phone 1A
based on a detected value waveform pattern which is a wave-
form pattern of temporal changes in the synthetic acceleration
values obtained by synthesizing the acceleration values in the
three axis directions from the three axis acceleration sensor
100.

Specifically, the determination unit 111A compares the
detected value waveform pattern which is a pattern of the
temporal changes in the synthetic acceleration values of the
acceleration values detected by the three axis acceleration
sensor 100, and the waveform pattern stored in the memory
44A. Then, the determination unit 111 A determines whether
the detected value waveform pattern is the 1A waveform
pattern in the 1 A state, which is a move in a walking state, the
2A waveform pattern in the 2A state, which is a move in a
state where the vibration by the vibration producing unit 99 is
applied in a walking state, or the 3A waveform pattern in the
3 A state, which is a move in a state where only the vibration
by the vibration producing unit 99 is applied.

10

40

45

50

55

12

The determination unit 111A may compare the 1A wave-
form pattern, the 2A waveform pattern or the 3A waveform
pattern to the measurement value waveform pattern with their
respective waveforms, may compare with the amplitude and
the oscillation period, or may compare with a combination
thereof. In addition, the determination unit 111A may also
compare the 1A waveform pattern, the 2A waveform pattern
or the 3A waveform pattern to the measurement value wave-
form pattern through, for example, a predetermined threshold
that is set based on the 1A waveform pattern, the 2A wave-
form pattern or the 3A waveform pattern.

For example, the determination unit 111A determines
whether the detected value waveform pattern is a 1A detected
value waveform pattern in which the oscillation period is
greater than or equal to the 1A threshold (AX) and the ampli-
tude is greater than or equal to the 2A threshold BX. The 1A
threshold AX and the 2 A threshold BX are values set based on
the 1A waveform pattern. The 1A threshold AX and the 2A
threshold BX can be stored in advance in the memory 44A,
for example. Here, the 2A threshold BX can be, for example,
0.4 G (0.2 G, a static state as the reference), but is not limited
to this and may be set as appropriate.

Specifically, as shown in FIG. 5, the determination unit
111A determines whether the waveform pattern K of the
synthetic acceleration values (G) is the 1A detected value
waveform pattern K1 in which the oscillation period Al is
greater than or equal to the 1A threshold AX and the ampli-
tude B1 is greater than or equal to the 2A threshold BX. The
determination unit 111A determines whether the detected
value waveform pattern is the 1A detected value waveform
pattern which is the 1A waveform pattern that is a move in a
walking state.

In addition, for example, the determination unit 111A
determines whether the detected value waveform pattern is
the 2A detected value waveform pattern in which the oscilla-
tion period is smaller than the 1A threshold AX and the
amplitude is greater than or equal to the 2 A threshold BX, and
the virtual waveform pattern made by coupling the top of
waveform patterns adjoining with each other has substan-
tially the same shape as all or a part of the 1A detected value
waveform pattern as well.

Specifically, as shown in FIG. 6, the determination unit
111A determines whether the waveform pattern K of the
synthetic acceleration values (G) is the 2A detected value
waveform pattern K2 in which the oscillation period A2 is
smaller than the 1A threshold AX and the amplitude B2 is
greater than or equal to the 2A threshold BX, and the virtual
waveform pattern KA which is made by coupling the top of
waveform patterns adjoining with each other has substan-
tially the same shape as all or a part of the 1A detected value
waveform pattern K1 as well.

In addition, the determination unit 111A determines
whether the detected value waveform pattern is a 3A detected
value waveform pattern in which the oscillation period is
smaller than the 1 A threshold AX and the amplitude is greater
than or equal to the 2A threshold BX, and the virtual wave-
form pattern has a different shape than the 1A detected value
waveform pattern as well.

Specifically, as shown in FIG. 7, the determination unit
111A determines whether the waveform pattern K of the
synthetic acceleration values (G) is the 3A detected value
waveform pattern in which the oscillation period A3 is
smaller than the 1A threshold AX and the amplitude B3 is
greater than or equal to the 2A threshold BX, and the virtual
waveform pattern KA has a different shape than the 1A
detected value waveform pattern K as well.
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The counting unit 112A counts the number of the 1A
detected value waveform patterns serving as the detected
value waveform pattern determined as the 1A waveform pat-
tern by the determination unit 111A. For example, when
counting the number of the 1A detected value waveform
patterns in a continuous waveform pattern, the counting unit
112A can count the number of the 1A detected value wave-
form patterns by counting local maximum points (local mini-
mum points). Here, the number of the 1A detected value
waveform patterns is counted as the number of user’s steps.

The calculation unit 113A calculates the number of detec-
tions in the 1A detected value waveform patterns in a time
period. The number of detections in the 1A detected value
waveform patterns in a time period calculated by the calcu-
lation unit 113A is outputted to a presumption unit 115A
described later.

The measurement unit 114A measures the duration period
of the 2A detected value waveform pattern serving as the
detected value waveform pattern determined as the 2A wave-
form pattern by the determination unit 111A. The measure-
ment unit 114A measures the duration period of the 2A
detected value waveform pattern utilizing time information
from the timer unit 101. Here, in the present embodiment,
although the duration period T2a of the 2A detected value
waveform pattern K2 in FIG. 6 is measured as the duration
period, the duration period T26 (12a+T1a+712a) in the period
when the vibration is applied intermittently can be used as the
duration period.

The presumption unit 115A calculates the number of pre-
sumed detections of the 1 A detected value waveform patterns
by multiplying the number of detections in a time period
calculated by the calculation unit 113A in the duration period
measured by the measurement unit 114A. The number of
detections in a time period utilized in the presumption unit
115A may be an average number of detections in all the time
period determined as the 1 A detected value waveform pattern
from the time when the user started to walk, and may be an
average number of detections at the time immediately before
the occurrence of the 2A detected value waveform pattern.

The adder unit 116 A adds the number of detections of the
1A detected value waveform patterns calculated (presumed)
by the presumption unit 115A to the count number in the
counting unit 112A. Here, when the detected value waveform
pattern is the 3A detected value waveform pattern in the 3A
state where the move occurs only by way of the vibration from
the vibration producing unit 99, the adder unit 116 A does not
change the count number (the addition is not conducted).

The number that is added a predetermined number of
detections by the adder unit 116A is a number of the 1A
detected value waveform patterns to which the number of
detections in the 2A state is complemented. That is, the num-
ber that is added a predetermined number of detections is the
number of user’s steps presumed of the steps in the 2A state
and complemented (corrected).

Next, the operation of the pedometer function unit in the
present embodiment will be described with reference to FIG.
8.

FIG. 8 is a flow chart illustrating the operation in the
pedometer function unit.

First, counting the number of steps is started by a prede-
termined operation (ST1). Thereby, the three axis accelera-
tion sensor 100 measures the acceleration values at the
manipulation unit side housing 2 (portable phone 1A) in each
of the three axis directions (ST2).

Next, the determination unit 111A compares the 1 wave-
form pattern, the 2A waveform pattern and the 3A waveform
pattern stored in advance in the memory 44A, and the
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detected value waveform pattern. Then, the determination
unit 111A determines whether the detected value waveform
pattern is the 1A detected value waveform pattern having the
same waveform pattern as the 1A waveform pattern (A), the
2A detected value waveform pattern having the same wave-
form pattern as the 2A waveform pattern (B), and the 3A
detected value waveform pattern having the same waveform
pattern as the 3A waveform pattern (C) (ST3). Here, in order
for the determination unit 111A to determine as the same
waveform, the detected value waveform pattern need not be
completely identical to the 1A waveform pattern, the 2A
waveform pattern, or the 3A waveform pattern, and it is only
needed to able to consider it as the same type from the shape,
the amplitude, or the oscillation period and shape. For
example, by comparing the virtual oscillation period and the
virtual amplitude, and the shape of peaks and troughs of the
waveform of the above-described virtual waveform pattern,
the determination unit 111 A determines whether it is possible
to consider them as the same type.

Next, ifit is determined as the 1 A detected value waveform
pattern by the determination unit 111A (A), the counting unit
112A counts the number of detections of the 1A detected
value waveform patterns (ST4).

Then, the adder unit 116 A adds the number of detections
counted by the counting unit 112A to the count number that
has been counted by then (ST5).

Next, ifit is determined as the 2A detected value waveform
pattern by the determination unit 111A (B), the measurement
unit 114A measures the duration period of the 2A detected
value waveform pattern (ST6).

In addition, the presumption unit 115A calculates (pre-
sumes) the number of detections of the 1A detected value
waveform patterns during the duration period by multiplying
the number of detections in a time period in the 1A detected
value waveform pattern calculated by the calculation unit
113 A by the duration period measured by the measurement
unit 114A (ST7).

Then, the adder unit 116 A adds the number of presumed
detections presumed by the presumption unit 115A to the
count number that has been counted by then (ST8).

Next, ifit is determined as the 3 A detected value waveform
pattern by the determination unit 111A (C), the adder unit
116 A does not change the data of the number of steps which
is the count number that has been counted by then (ST9).

As described above, the number of detections or the num-
ber of presumed detections is added to the count number that
has been counted by then by the adder unit 116 A, and the data
of the number of steps is acquired (accumulated) (ST10).

Then, when counting the number of steps ends by a prede-
termined operation, the counting of the number of steps ends
(ST11, YES), and when counting the number of steps is not
ended, counting the number of steps is continued (ST11, NO).

In accordance with the present embodiment, it is possible
to provide the portable phone 1A having a pedometer func-
tion in which the occurrence of a large error in the measured
value due to the vibration produced by the vibration produc-
ing unit 99 is suppressed.

In addition, in accordance with the present embodiment,
since the measured value of the number of steps is comple-
mented with the number of presumed steps that is based on
the average number of detections of the step(s) in the 1 A state
which is a walking state, in the 2A state where the vibration is
applied by the vibration producing unit 99 in the walking state
of the user, it is possible to provide the portable phone 1A
having a high accuracy pedometer function.

Here, in Embodiment A, although the portable phone 1A
complements (corrects) the measurement value of the num-
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ber of steps by presuming the number of detections of the 1A
detected value waveform patterns during the duration period
of the 2A detected value waveform pattern by the presump-
tion unit 115A, it is not limited to this, and for example, the
measurement value of the number of steps may be comple-
mented (corrected) by detecting the number of detections of
the above-described virtual waveform patterns and by the
number of the detections as well. Hereafter, the embodiment
in this case will be described with reference to FIG. 9. Here,
since the overall structure is similar to that of the embodiment
described above, the description will be focused on different
points mainly. FIG. 9 is a block diagram illustrating a circuit
configuration in another embodiment corresponding to
Embodiment A.

As shown in FIG. 9, the portable phone 1A' in the another
embodiment corresponding to Embodiment A includes a
communication unit 200, a vibration producing unit 99, a
three axis acceleration sensor 100, a timer unit 101, a vibra-
tion control unit 110A' as a functional unit included in the
CPU 45A", a 1A determination unit 111aA', a 2A determina-
tionunit 1115A', a 3A determination unit 111cA', a 1A count-
ing unit 112aA', a 2A counting unit 1125A", a 1A adder unit
116A', and a memory 44A'".

The 1A determination unit 111aA' determines whether the
detected value waveform pattern which is a waveform pattern
of'temporal changes in the acceleration values detected by the
three axis acceleration sensor 100 is the 1A detected value
waveform pattern in which the oscillation period is greater
than or equal to the 1A threshold AX and the amplitude is
greater than or equal to the 2A threshold BX. Here, as is with
the above description, for example, by comparing the virtual
oscillation period and the virtual amplitude, and the shape of
peaks and troughs of the waveform of the above-described
virtual waveform pattern, the 1A determination unit 111aA'
determines whether it is possible to consider them as the same
type.

The 2A determination unit 1115A' determines whether the
detected value waveform pattern is the 2A detected value
waveform pattern in which the oscillation period is smaller
than the 1 A threshold AX and the amplitude is greater than or
equal to the 2A threshold BX, and the virtual waveform
pattern which is made by coupling the top of the waveform
patterns adjoining with each other has a substantially identi-
cal shape as all or a part of the 1A detected value waveform
pattern. As described above, for example, by comparing the
virtual oscillation period and the virtual amplitude, and the
shapes of the peaks and troughs of the waveform of the
above-described virtual waveform pattern, the 2A determina-
tionunit 1115A’' determines whether it is possible to consider
them as the same type. It should be noted that the average sum
value of the maximum (top) of the waveform pattern and the
minimum that adjoins (is continuos with) this may be calcu-
lated so as to use the virtual waveform pattern that has been
made by coupling these average sum values instead of the
above-described virtual waveform pattern.

The 3A determination unit 111cA' determines whether the
detected value waveform pattern is the 3A detected value
waveform pattern in which the oscillation period is smaller
than the 1 A threshold AX and the amplitude is greater than or
equal to the 2A threshold BX, and the virtual waveform
pattern of either one of the above has a different shape than the
1A detected value waveform pattern.

The 1A counting unit 112¢A' counts the number of the 1A
detected value waveform patterns that has been determined
by 1A determination unit 111aA".
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The 2A counting unit 11256A' counts the number of the
virtual waveform patterns in the 2 A detected value waveform
pattern thathas been determined by the 2A determination unit
1115A".

Then, the adder unit 116A' adds the count number of the
virtual waveform patterns in 2A counting unit 1125 to the
count number of the 1 A detected value waveform patterns in
1A counting unit 112¢A". In addition, the adder unit 116A"
does not change the count number if it is determined that the
detected value waveform pattern is the 3A detected value
waveform pattern by the 3A determination unit 111c.

In accordance with the another embodiment described
above, it is possible to perform high accuracy measurement of
the number of steps by complementing (correcting) the mea-
surement values of the number of steps. In addition, in accor-
dance with the above-described another embodiment, it is
possible to obtain similar advantageous effects to Embodi-
ment A described above.

Next, Embodiment B will be described.

The circuit configuration of the portable phone 1B will be
described with reference to FIG. 10 to FIG. 13.

FIG. 10 is a block diagram illustrating a circuit configura-
tion in the portable phone 1B. FIG. 11 is a chart showing
temporal changes in synthetic acceleration values in a 1B
state (walking state). FIG. 12 is a chart showing temporal
changes in synthetic acceleration values in a 2B state (walk-
ing state+vibration by the vibration producing unit 99). FIG.
13 is a chart showing temporal changes in synthetic accelera-
tion values in a 3B state (only vibration by the vibration
producing unit 99).

As shown in FIG. 10, the portable phone 1B includes a
communication unit 200, a vibration producing unit 99, a
three axis acceleration sensor 100, a timer unit 101, a posi-
tional information acquisition unit 102, a vibration control
unit 105B as a functional unit included in the CPU 45B, a
moving velocity calculation unit 107B, a 1B determination
unit 111aB, a 2B determination unit 1115B, a 3B determina-
tion unit 111¢B, a counting unit 112B, a calculation unit
113B, ameasurement unit 114B, a presumption unit 115B, an
adderunit 116B, and a memory 44B. Here, the portable phone
1B has a pedometer function unit for conducting a pedometer
function. The pedometer function unit is configured with the
three axis acceleration sensor 100, the timer unit 101, the
positional information acquisition unit 102, the vibration
control unit 105B as a functional unit included in the CPU
45B, the moving velocity calculation unit 107B, the 1B deter-
mination unit 111aB, the 2B determination unit 1115B, the
3B determination unit 111¢B, the counting unit 112B, the
calculation unit 113B, the measurement unit 114B, the pre-
sumption unit 115B, the adder unit 116B, and the memory
44B.

Hereafter, the description will be focused on structures
different than that of Embodiment A. As to structures not
described below, they have similar structures to that of
Embodiment A.

The positional information acquisition unit 102 acquires
the positional information showing the position of the
manipulation unit side housing 2 (portable phone 1B). The
positional information acquisition unit 102 acquires the posi-
tional information in the manipulation unit side housing 2
(portable phone 1B) using GPS. Although the positional
information acquisition unit 102 may always be started and
may be started intermittently at an interval of a predetermined
time period, for example, it may be started at an occasion
where the acceleration values measured by the three axis
acceleration sensor 100 exceed a predetermined value so as to
start acquiring positional information. Here, the value that is
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added the value multiplying the 2B threshold BX by 0.5 to the
average of the static state may be set as the predetermined
value. The positional information acquired by the positional
information acquisition unit 102 is outputted to the CPU 45B
that includes the 2B determination unit 1115B.

The memory 44B stores various application programs such
as an application program that causes the pedometer function
to be performed. In addition, the memory 44B stores infor-
mation about the waveform pattern of temporal changes in
acceleration values, wherein the information is 1B threshold
AX information about the oscillation period of the waveform
pattern and the 2B threshold BX information about the ampli-
tude of the waveform pattern. Here, although the 2B threshold
BX may be 0.4 G (£0.2 G, a static state as the reference), for
example, it is not limited to this but can be set as appropriate.
In the present embodiment, the memory 44B stores informa-
tion about the waveform pattern of temporal changes in the
synthetic acceleration values obtained by synthesizing the
acceleration values in the three axis directions. Here, the
memory 44B stores the waveform pattern at each cycle.

In addition, the memory 44B stores a reference walking
velocity or a predetermined 1B moving velocity. The refer-
ence walking velocity is a generic or user’s average walking
velocity. The 1B moving velocity is set a velocity that is
unable for a walk or a run (including cases of substantial
unableness such as when it is unable for a long period of time
but is able for a short period of time).

The moving velocity calculation unit 107B calculates the
moving velocity of the manipulation unit side housing 2
(portable phone 1B) from the positional information acquired
by the positional information acquisition unit 102. The infor-
mation on the moving velocity calculated by the moving
velocity calculation unit 107B is outputted to the 2B deter-
mination unit 1115B.

The determination units 111eB, 1115B, and 111¢B deter-
mine the state of the portable phone 1B based on the accel-
eration information from the three axis acceleration sensor
100 and the positional information from the positional infor-
mation acquisition unit 102. In detail, the determination units
111aB, 1115B, and 111¢B determines the state of the por-
table phone 1B based on the information on the detected value
waveform pattern which is a waveform pattern of temporal
changes in the synthetic acceleration values obtained by syn-
thesizing the acceleration values in the three axis directions
from the three axis acceleration sensor 100, and on the mov-
ing velocity information calculated with the positional infor-
mation from the positional information acquisition unit 102.

The 1B determination unit 111aB determines whether the
amplitude is greater than or equal to the 2B threshold BX in
the detected value waveform pattern which is a pattern of
temporal changes in the synthetic acceleration values of the
acceleration values detected by the three axis acceleration
sensor 100. The 1B determination unit 111aB determines
whether the portable phone 1B is not in a static state. Specifi-
cally, the 1B determination unit 111aB determines whether
the motion of the portable phone 1B is the motion in 1B state
which is a walking state, the motion in the 2B state which is
a state where the vibration is applied in the walking state by
the vibration producing unit 99, or the motion in the 3B state
which is a state where the vibration is applied by the vibration
producing unit 99.

Specifically, the 1B determination unit 111aB determines
whether the amplitude B1 of the detected value waveform
pattern K in FIG. 11 is greater than or equal to the 2B thresh-
old BX. In addition, the 1B determination unit 1114B deter-
mines whether the amplitude B2 of the detected value wave-
form pattern K in FIG. 12 is greater than or equal to the 2B
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threshold BX. In addition, the 1B determination unit 111aB
determines whether the amplitude B3 of the detected value
waveform pattern K in FIG. 13 is greater than or equal to the
2B threshold BX. Here, in the present embodiment, when the
2B threshold BX is set to 0.4 G, it is determined that the
amplitudes of all of B1, B2 and B3 of the detected value
waveform pattern K shown in FIG. 11 to FIG. 13 are greater
than or equal to the 2B threshold BX, and it is determined that
the state of the detected value waveform pattern K shown in
FIG. 11 to FIG. 13 is not in a static state.

The 2B determination unit 1115B determines whether it is
in a moving state where the manipulation unit side housing 2
(portable phone 1B) is moving based on positional informa-
tion when the oscillation period is determined as greater than
or equal to the 2B threshold BX by the 1B determination unit
111aB. Specifically, the 2B determination unit 1115B deter-
mines whether it is in a moving state based on the moving
velocity calculated by the moving velocity calculation unit
107B based on positional information. In detail, the 2B deter-
mination unit 11156B determines whether the state of the
portable phone 1B is a moving state by comparing the refer-
ence walking velocity stored in the memory 44B and the
calculated moving velocity. The 2B determination unit
1115B determines whether the portable phone 1B is in the 1B
state or the 2B state.

Specifically, the 2B determination unit 1115B determines
whether it is in a moving state by comparing the reference
walking velocity stored in the memory 44B and the moving
velocity in the state in FIG. 11 to FIG. 13. In the present
embodiment, each state of the detected value waveform pat-
tern K shown in FIG. 11 and FIG. 12 is determined as a
moving state, and the state of the detected value waveform
pattern K shown in FIG. 13 is determined as a static state.

In addition, when the moving velocity is greater than or
equal to the predetermined 1B velocity, the 2B determination
unit 1116B determines that the state of the portable phone 1B
is not a moving state. Specifically, the 2B determination unit
1115B determines that the state of the portable phone 1B is
not amoving state when the moving velocity is greater than or
equal to 1B velocity by comparing 1B velocity stored in the
memory 44B and the calculated moving velocity. As
described above, the 1B velocity is set the velocity that is
unable to achieve at a walk or a run. Thereby, since the 2B
determination unit 1115B determines that the move by a train
or an automobile is not a move by walking, it is possible to
avoid counting the vibration produced when riding a train or
an automobile as the step(s).

The 3B determination unit 111¢B determines whether the
oscillation period of the detected value waveform pattern is
greater than or equal to the 1B threshold AX when it is
determined as a moving state by the 2B determination unit
1115B. Specifically, the 3B determination unit 111¢B deter-
mines whether the oscillation period of the detected value
waveform pattern is greater than or equal to the 1B threshold
AX by comparing the 1B threshold AX stored in the memory
44 and the oscillation period of the detected value waveform
pattern. That is, the third determination unit 111¢B deter-
mines whether the portable phone 1B is in the 1B state which
is a walking state or in the 2B state where the vibration is
applied by the vibration producing unit 99 in a walking state.

Specifically, 3B determination unit 111¢B determines
whether the oscillation period Al of the detected value wave-
form pattern K in FIG. 11 is greater than or equal to the 1B
threshold AX. In addition, 3B determination unit 111¢B
determines whether the oscillation period A2 of the detected
value waveform pattern K in FIG. 12 is greater than or equal
to the 1B threshold AX. Here, in the present embodiment, as
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to the 1B threshold AX, the predetermined value between the
oscillation period produced by walking and the oscillation
period produced by the vibration producing unit 99 is set to
the 1B threshold AX. In the present embodiment, the state of
the detected value waveform pattern K shown in FIG. 11 is
determined as the 1B state and the state of the detected value
waveform pattern K shown in FIG. 12 is determined as the 2B
state.

Accordingly, the state of the detected value waveform pat-
tern (the 1B detected value waveform pattern K1) shown in
FIG. 11 is determined as the 1B state by the 1B determination
unit 111aB, the 2B determination unit 1115B, and the 3B
determination unit 111¢B, the state of the detected value
waveform pattern (the 2B detected value waveform pattern
K2) shown in FIG. 12 is determined as the 2B state, and the
state of the detected value waveform pattern (a 3B detected
value waveform pattern K3) shown in FIG. 13 is determined
as the 3B state.

The counting unit 112B counts the number of the 1B
detected value waveform patterns that are determined as hav-
ing the oscillation period greater than or equal to the 1B
threshold by the 3B determination unit 111¢B. For example,
when counting the number of the 1B detected value waveform
patterns in a continuous waveform pattern, counting unit
112B can also count the number of the 1B detected value
waveform patterns by counting the number oflocal maximum
points (local minimum points). Here, the number of the 1B
detected value waveform patterns is counted as the number of
user’s steps.

The calculation unit 113B calculates the number of detec-
tions in the 1B detected value waveform pattern in a time
period. The number of detections in the 1B detected value
waveform pattern in a time period calculated by the calcula-
tion unit 113B is outputted to the presumption unit 115B
described later.

The measurement unit 114B measures the duration period
of'the 2B detected value waveform pattern that is determined
as having the oscillation period smaller than the above-de-
scribed 1B threshold AX by the 3B determination unit 111¢B
amond the detected waveform patterns. The measurement
unit 114B measures the duration period of the 2B detected
value waveform pattern by utilizing the time information
from the timer unit 101. Here, in the present embodiment,
although the duration period T2a of the 2B detected value
waveform pattern K2 is measured as the duration period, the
duration period T26 (T2a+T1a+7T2a) in the period when the
vibration is applied intermittently may be used as the duration
period.

The presumption unit 115B calculates the number of pre-
sumed detections of the 1B detected value waveform pattern
by multiplying the number of detections in a time period
calculated by the calculation unit 113B by the duration period
measured by the measurement unit 114B. The number of
detections in a time period used in the presumption unit 115B
may be the average number of detections in all the time
determined as the 1B detected value waveform pattern from
the time the user started to walk, and may be the average
number of detections immediately before the 2B detected
value waveform pattern is produced.

The adder unit 116B adds the number of detections of the
1B detected value waveform patterns calculated (presumed)
by the presumption unit 115B to the count number in the
counting unit 112B. The adder unit 116B does not change
(does not perform the addition) the count number when the
second determination unit 1115B determines that the
detected value waveform pattern is not a moving state.
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The number that the adder unit 1168 added the predeter-
mined number of detections is the number of the 1B detected
value waveform patterns that the number of detections in the
2B state is complemented. That is, the number that is added
the predetermined detection value is the number of user’s
steps where the number of user’s steps in the 2B state is
presumed and complemented (corrected).

Next, the operation of the pedometer function unit in the
present embodiment will be described with reference to FIG.
14.

FIG. 14 is a flow chart illustrating the operation in a pedom-
eter function unit.

First, counting the number of steps is started by way of a
predetermined operation (ST101). Thereby, the three axis
acceleration sensor 100 measures the acceleration values of
the manipulation unit side housing 2 (portable phone 1B) in
each of the three axis directions (ST102).

Subsequently, the 1B determination unit 111aB compares
the 2B threshold BX stored in the memory 44B and the
amplitude in the detected value waveform pattern K, and
determines whether the amplitude is greater than or equal to
the 2B threshold BX (ST103).

Next, when it is determined that the amplitude is greater
than or equal to the 2B threshold BX by the 1B determination
unit 111aB (ST103, YES), the 2B determination unit 11156B
determines whether the portable phone 1B is in a moving state
by comparing the reference walking velocity stored in the
memory 44B and the moving velocity calculated by the mov-
ing velocity calculation unit 107B (ST104).

Subsequently, ifit is determined that the portable phone 1B
is in a moving state by the 2B determination unit 1116B
(ST104,YES), the 3B determinationunit 111¢B compares the
1B threshold AX stored in the memory 44B and the oscilla-
tion period in the detected value waveform pattern K, and
determines whether the oscillation period is greater than or
equal to the 1B threshold AX (ST105).

If it is determined that the oscillation period is greater than
or equal to the 1B threshold AX by the 3B determination unit
111¢B (ST105, YES), the counting unit 112B counts the
number of detections of the detected value patterns (1B detec-
tion value pattern) (ST106).

Then, the adder unit 116B adds the number of detections
counted by the counting unit 112B to the count number that
has been counted by then (ST107).

Ifitis determined that the oscillation period is smaller than
the 1B threshold AX by the 3B determination unit 111¢B
(ST105, NO), the measurement unit 114B measures the dura-
tion period of the detected value waveform pattern (2B
detected value waveform pattern) (ST108).

In addition, the presumption unit 115B is calculates (pre-
sumes) the number of detections of the 1B detected value
waveform patterns during the duration period by multiplying
the duration period measured by the measurement unit 114B
by the number of detections in a time period in the 1B
detected value waveform pattern calculated by the calculation
unit 113B (ST109).

Then, the adder unit 116B adds the number of presumed
detections presumed by the presumption unit 115B to the
count number that has been counted by then (ST110).

In addition, if it is determined that the amplitude of the
detected value waveform pattern is smaller than the 2B
threshold BX by (ST103, NO) and if it is determined as not in
a moving state by the 2B determination unit 1115B (ST104,
NO), the adder unit 116B does not change the data of the
number of steps which is the count number that has been
counted by then (ST111).
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As described above, by the adder unit 116B, the number of
detections or the number of presumed detections is added to
the count number that has been counted by then and data of
the number of steps is acquired (accumulated) (ST112).

Then, when counting the number of steps is ended by a
predetermined operation, counting the number of steps is
ended (ST113, YES), and when counting the number of steps
is not ended, counting the number of steps is continued
(ST113, NO).

According to the present embodiment, it is possible to
provide the portable phone 1B having a pedometer function in
which the occurrence of a large error in the measured value
cause by the vibration produced by a predetermined function
is suppressed by using the positional information from the
positional information acquisition unit.

In addition, according to the present embodiment, the mov-
ing velocity is calculated using the positional information
from the positional information acquisition unit, and it is
determined whether it is in a walking state based on the
calculated moving velocity. Thereby, it is possible to identify
the time period to be counted the number of steps correctly.

In addition, according to the present embodiment, since the
measured value of the number of steps is complementing with
the presumed number of steps based on the average number of
detections of the step(s) in the 1B state which is a walking
state in the 2B state where the vibration is applied by the
vibration producing unit 99 in the walking state of the user, it
is possible to provide the portable phone 1B having a high
accuracy pedometer function.

In addition, in Embodiment B, although the portable phone
1B determines whether it is in a moving state based on the
moving velocity calculated by the moving velocity calcula-
tion unit 107B, it is not limited to this. For example, the
determination of whether it is in a moving state may be
performed based on the moving distance in a predetermined
time period. Hereafter, another embodiment corresponding to
Embodiment B will be described with reference to FIG. 15.
Here, since the overall structure is similar to that of the
embodiments described above, the description will be
focused on different points mainly.

Specifically, as shown in FIG. 15, the portable phone 1B' in
Embodiment B includes a moving distance calculation unit
108B' instead of the moving velocity calculation unit 107B in
FIG. 10.

The moving distance calculation unit 108B' calculates the
moving distance during a predetermined time period based on
positional information from the positional information acqui-
sition unit 102.

Then, the 2B determination unit 1115B' determines
whether it is in a moving state based on the moving distance
moved during the predetermined time period calculated by
the moving distance calculation unit 108B'. Specifically, the
2B determination unit 1115B' determines whether it is in a
moving state based on the reference walking distance stored
in the memory 44B'.

Here, the reference walking distance can be set a generic
walking distance during a predetermined time period or an
average walking distance for the user.

In this another embodiment also, as in Embodiment B
described above, it is possible to determine whether it is in a
moving state. In addition, itis possible to attain similar opera-
tions and advantageous effects as the embodiments described
above.

In addition, in Embodiment B, although the portable phone
1B complements the measured value of the number of steps
by presuming the number of detections of the 1B detected
value waveform patterns during the duration period of the 2B
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detected value waveform pattern by the presumption unit
115B, it is not limited to this. For example, the number of
detections of the virtual waveform patterns that is made by
coupling the top in the 2B detected value waveform pattern
adjoining with each other may be detected and the measured
value of the number of steps is complemented by the number
of detections. Hereafter, an embodiment in this case will be
described with reference to FIG. 16. Here, since the overall
structure is similar to that of the embodiments described
above, the description will be focused on different points
mainly. FIG. 16 is a block diagram illustrating a circuit con-
figuration in another embodiment corresponding to the Bth.

As shown in FIG. 16, the portable phone 1B" in the another
embodiment includes a communication unit 200, a vibration
producing unit 99, a three axis acceleration sensor 100, a
timer unit 101, a positional information acquisition unit 102,
a vibration control unit 105B" serving as the functional unit
included in the CPU 45B", a moving velocity calculation unit
107B", a 1B determination unit 111aB", a 2B determination
unit 1115B", a 3B determination unit 111¢B", a 1B counting
unit112¢B"; a 2B counting unit 1126B", an adder unit 11B"6,
and a memory 44B".

The 1B counting unit 112aB" counts the number of the 1B
detected value waveform patterns that is determined as hav-
ing the oscillation period greater than or equal to the 1B
threshold AX by the 3B determination unit 111¢B" among the
detected value waveform patterns.

The 2B counting unit 11256B" counts the number of the
virtual waveform pattern (refer to FIG. 12 and the virtual
waveform pattern KA) that is made by coupling the top
adjoining with each other in the 2B detected value waveform
pattern that is determined as having the oscillation period
smaller than the 1B threshold AX by the 3B determination
unit 111¢B" among the detected value waveform pattern. It
should be noted that as for the virtual waveform pattern,
instead of the above, the average sum value of the maximum
(top) of the waveform and the minimum that adjoins this may
be calculated and adopt the pattern that is made by coupling
these average sum values as the virtual waveform pattern.

The adder unit 116B" adds the count number in the 2B
counting unit 11256B" to the count number in 1B counting unit
1124B". In addition, in a case when it is determined that the
amplitude of the detected value waveform pattern is smaller
than the 2B threshold BX by the 1B determination unit
111aB", and in a case when it is determined that it is not in a
moving state by the 2B determination unit 1116B", the adder
unit 116B" does not change the data of the number of steps
that is the count number that has been counted by then.

According to this another embodiment, it is possible to
perform the measurement of the number of steps with high
accuracy by complementing the measured value of the num-
ber of steps. In addition, according to this another embodi-
ment, it is possible to obtain similar advantageous effects to
that of the above-described Embodiment B.

Next, Embodiment C will be described.

The circuit configuration of the portable phone 1C will be
described with reference to FIG. 17 to FIG. 21.

FIG. 17 is a block diagram showing the function of the
portable phone 1C. FIG. 18 is a chart showing temporal
changes in synthetic acceleration values obtained by synthe-
sizing acceleration detected by the acceleration sensor 100.
FIG. 19 is a chart showing temporal changes in synthetic
acceleration values obtained by synthesizing acceleration
detected by the acceleration sensor 100. FIG. 20 is a chart
showing temporal changes in synthetic acceleration values
obtained by synthesizing acceleration detected by the accel-
eration sensor 100. FIG. 21 is a chart showing temporal
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changes in synthetic acceleration values obtained by synthe-
sizing acceleration detected by the acceleration sensor 100.

As shown in FIG. 17, the portable phone 1C includes a
communication unit 200, a vibration producing unit 99, an
acceleration sensor 100, and a timer unit 101, a memory 44C,
a control unit (CPU) 45C, and an opening and closing sensor
46C.

Hereatfter, the description will be focused mainly on struc-
tures different from Embodiment A or Embodiment B. As to
structures not described below, they have similar structures as
Embodiment A and Embodiment B.

The control unit 45C is configured using a central process-
ing unit (CPU) or the like, and controls the entire portable
phone 1C. The controlunit 45C includes a counting unit 211C
serving as a functional unit, a count determination unit 212C,
a determination unit 213C, and a count control unit 214C.

The opening and closing sensor (opening and closing
detection unit) 46C is configured with a magnet 47C (refer to
FIG. 1) arranged at the manipulation unit side housing 2, and
a Hall device 48C (refer to FIG. 1) arranged at the display unit
side housing 3, and detects the opening and closing state of
the portable phone 1C. Specifically, the opening and closing
sensor 46C detects the strength and weakness of the magne-
tism accompanying the difference of positional relationship
between the manipulation unit side housing 2 and the display
unit side housing 3, and determines whether the portable
phone 1C is an opened state or a closed state based on the
detected result.

The counting unit 211C counts the number of steps based
ontemporal changes of the acceleration detected by the accel-
eration sensor 100 in a walking motion. Specifically, it will be
described with reference to FIG. 18.

As shown in FIG. 18, the counting unit 211C counts the
number of steps considering that it is in a walking motion,
when the acceleration value detected by the acceleration sen-
sor 100 is greater than or equal to the threshold S. In addition,
during the time period that the state where the detected accel-
eration is greater than or equal to the threshold S is continu-
ing, the entire acceleration detected in this time period is
counted as one step. Thus, the portable phone 1 can count the
number of steps of the user who possesses this portable phone
1 one by one.

It should be noted that in the present embodiment, although
the counting unit 211C counts the number of steps using
processing such as the processing described above, the count-
ing processing for the number of steps is not limited to this
and may count the number of steps based on the acceleration
values detected by the acceleration sensor 100 using another
counting process for the number of steps.

The count determination unit 212C determines whether the
step(s) for a first step (fixed number of steps) is calculated by
the counting unit 211C from a state where the number of steps
has not been counted. The count determination unit 212C
determines whether the step(s) for a first step (fixed number of
steps) is counted by the counting unit 211C since the count is
started (or restarted).

If it is determined that the step(s) for the first step (fixed
number of steps) is counted by the count determination unit
212C, the determination unit 213C determines whether or not
the step(s) for a second step is counted in a predetermined
period T [s] since the step(s) for the first step has been
counted. Here, the predetermined period T [s] is checked by
the timer unit 101. In addition, it is desirable to set the pre-
determined period to the time period sufficient to count the
step(s) for at least one step.

The count control unit 214C controls the count of the
step(s) by the counting unit 211C. In detail, if it is determined
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that the step(s) for the second step is not counted by the
determination unit 213C within a predetermined period T [s],
the count control unit 214C controls to cancel the count (fixed
number of steps) of the step(s) for the first step. That is, the
count control unit 214C instructs the counting unit 211C not
to treat the first step as the step(s).

Specifically, it will be described with reference to FIG. 19.
FIG. 19 is a chart showing temporal changes in synthetic
acceleration values obtained by synthesizing acceleration
detected by the acceleration sensor 100 in a case where there
is no walking motion of the second step.

As shown in FIG. 19, since the acceleration value detected
by the acceleration sensor 100 within the predetermined
period T [s] from the time when the step(s) for the first step is
counted is smaller than the threshold S, the step(s) for the
second step is not counted. Then, since it is determined that
the step(s) for the second step is not counted within the
predetermined period T [s] after the step(s) for the first step is
counted, the determination unit 213C controls to cancel the
count of the step(s) for the first step.

Thus, when the step(s) for the second step is not counted
within the predetermined period T [s] after the step(s) for the
first step is counted, the count control unit 214C cancels the
count of the step(s) for the first step by determining that the
step(s) for the first step is not caused by a walking motion (it
instructs the counting unit 111C not to treat the first step as the
step(s)). Therefore, the portable phone 1 can suppress the
occurrence of an error in the count of the step(s) caused by the
acceleration produced by a different motion from the walking
motion.

In addition, if it is determined that the step(s) for the first
step is counted by the determination unit 213C, the count
controlunit 214C controls the counting unit 211C to count the
step(s) for the first step and continues the measurement of the
number of steps. The count control unit 214C instructs the
counting unit 211C to treat the first step as the step(s).

Specifically, it will be described with reference to FIG. 20.
FIG. 20 is a chart showing temporal changes in synthetic
acceleration values obtained by synthesizing acceleration
detected by the acceleration sensor 100 in a case where there
is a walking motion of a second step.

As shown in FIG. 20, since the acceleration values detected
by the acceleration sensor 100 within the predetermined
period T [s] from the step(s) for the first step is counted is
greater than or equal to the threshold S, the step(s) for the
second step is counted by the counting unit 211C. Then, since
it is determined by the determination unit 213C that the
step(s) for the second step is counted within the predeter-
mined period T [s] after the step(s) for the first step is counted,
the count control unit 214C controls to count the step(s) for
the first step.

Thus, when the step(s) for the second step is counted within
the predetermined period T [s] after the step(s) for the first
step is counted, the count control unit 214C controls to count
the step(s) for the first step assuming that both steps are of
walking motions (it instructs the counting unit 211C to treat
the first step as the step(s)). Therefore, the portable phone 1C
can count the number of steps well by identifying the walking
motion correctly.

In addition, the count control unit 214C controls the count-
ing unit 211C to continue the count of the number of steps,
after controlling the counting unit 211C to count the number
of steps for the first step.

Thus, the count control unit 214C controls to continue the
count of the number of steps by the pedometer function
assuming that the walking motion is continuing when the
number of steps for the first step and the second step has been
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counted. Therefore, the portable phone 1C can count the
number of steps by the pedometer function well by identify-
ing the walking motion correctly.

Here, the operation of the count control unit 214C in a case
where the manipulation unit side housing 2 and the display
unit side housing 3 are opened and closed will be described
with reference to FIG. 21.

FIG. 21 is a chart showing temporal changes in synthetic
acceleration values obtained by synthesizing acceleration
detected by the acceleration sensor 100, in a case where the
manipulation unit side housing 2 and the display unit side
housing 3 are opened and closed, that is, a case where the
manipulation unit side housing 2 and the display unit side
housing 3 are brought to an opened state from a closed state,
or to an opened state from a closed state).

since the acceleration produced when the manipulation
unit side housing 2 and the display unit side housing 3 are
opened and closed becomes more than the threshold S as
shown in FIG. 21 counting unit 211C counts the number of
steps for the first step. Then, since the acceleration produced
by the walking motion within the predetermined period T [s]
after counting the number of steps for the first step becomes
greater than or equal to the threshold S, the counting unit
211C counts the number of steps for the second step. Thus,
the counting unit 211C counts the motion when the manipu-
lation unit side housing 2 and the display unit side housing 3
are opened and closed as the number of steps for the first step
erroneously.

In order to suppress such errors in the number of steps, the
count control unit 214C controls to cancel the count of the
number of steps for the first step when the change in the
opening and closing state of the manipulation unit side hous-
ing 2 and the display unit side housing 3 is detected by the
opening and closing sensor 46C within a given period U [s]
after the number of steps for the first step is counted by the
counting unit 211C, that is, when the manipulation unit side
housing 2 and the display unit side housing 3 are made into a
closed state from an opened state, or into an opened state from
a closed state.

For this reason, the portable phone 1C can suppress the
occurrence of an error in the count of the number of steps by
way of' the acceleration produced when the manipulation unit
side housing 2 and the display unit side housing 3 are opened
and closed.

Next, the flow of processing in the portable phone 1C of the
present embodiment will be described. FIG. 22 is a flow chart
showing counting processing for the number of steps by the
control unit 45C.

In step ST201, the control unit (CPU) 45C resets the num-
ber of steps and starts the count of the number of steps.

In step ST202, the counting unit 211C determines whether
ornotthe acceleration detected by the acceleration sensor 100
is greater than or equal to the threshold S. When the accel-
eration is greater than or equal to the threshold S (Yes), the
process moves to step ST203. On the other hand, when the
acceleration is smaller than the threshold S (No), the process
returns to step ST201.

In step ST203, the count determination unit 212C deter-
mines whether or not it is the number of steps for the first step
based on the acceleration values detected in step ST202. If it
is determined as the number of steps for the first step (Yes),
the process moves to step ST4. On the other hand, if it is
determined not as the number of steps for the first step (No),
the process returns to step ST201.

In step ST204, the counting unit 211C counts the number
of'steps for the first step, and the process moves to step ST205.
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In step ST205, the count control unit 214C determines
whether or not the change in the opening and closing state of
the manipulation unit side housing 2 and the display unit side
housing 3 is detected by the opening and closing sensor 46C.
When the change in the opening and closing state is detected
(Yes), the process moves to step ST206. On the other hand,
when the change of an opening and closing state is not
detected (No), the process moves to step ST207.

In step ST206, since the change in the opening and closing
state of the manipulation unit side housing 2 and the display
unit side housing 3 is detected by the opening and closing
sensor 46C in step ST205, the count control unit 214C con-
trols the counting unit 211C so that the number of steps for the
first step counted in step ST204 is cancelled.

In step ST207, the counting unit 211C determines whether
the acceleration detected by the acceleration sensor 100 is
greater than or equal to the threshold S. When the acceleration
is greater than or equal to the threshold S (Yes), the process
moves to step ST208. On the other hand, when the accelera-
tion is smaller than the threshold S (No), the process returns
to step ST205.

In step ST208, the counting unit 211C counts the number
of steps for the second step, and the process moves to step
ST209.

In step ST209, the determination unit 213C determines
whether or not the number of steps for the second step is
counted within the predetermined period T [s] after the num-
ber of steps for the first step is counted. When the number of
steps for the second step is counted within the predetermined
period T [s] (Yes), the process moves to step ST210. On the
other hand, when the number of steps for the second step is
not counted within the predetermined period T [s] (No), the
process moves to step ST211.

In step ST210, the counting unit 211C counts the number
of'steps for the first step and the second step, and the process
moves to step ST212.

In step ST211, the count control unit 214C cancels the
count of the number of steps for the first step counted in step
ST204, and counts the number of steps for the second step
counted in step ST208 as the number of steps for the first step.

In step ST212, the count control unit 214C controls the
counting unit 111C to continue the count of the number of
steps.

In step ST213, the counting unit 211C determines whether
to end the count of the number of steps. When ending the
count of the number of steps (Yes), the process of this flow
chart ends. On the other hand, when not ending the count of
the number of steps (No), the process returns to step ST201.

Thus, according to the portable phone 1C of the present
embodiment, it is possible to suppress the occurrence of an
error in the count of the number of steps caused by the accel-
eration produced by motions other than the walking motion
such as the case where artificial acceleration is added, where
the portable phone 1C is opened or closed, and the like.

Here, according to the present embodiment, although the
number of steps for the first step is used as the fixed number
of'steps at the count determination unit 212C, the determina-
tion unit 213C, and the count control unit 214C, it is not
limited to this, and a plurality of number of steps (e.g., from
a first step to a fifth step) may be used as the fixed number of
steps.

In addition, in the present embodiment, the portable phone
1C may set one step as the fixed number of steps and may set
any of a plurality of number of steps as the fixed number of
steps. For example, the fixed number of steps can be set to one
to five steps respectively. In this case, it is determined whether
a new step(s) is counted in a predetermined time period at
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every step(s), and when the new step(s) is not counted in the
predetermined time period in any one of the step(s), the num-
ber of steps (fixed number of steps) that has been measured by
then is canceled.

In the above description, although preferred embodiments
are described, the present invention can be implemented in
various forms, without being limited to the embodiments
described above. For example, although the portable phone is
described as a portable electronic device in the embodiments
described above, it should not be limited to this but may be
PHS (registered trademark: Handy Phone System), PDA
(Personal Digital Assistant), a portable navigation device, a
notebook PC, or the like.

In addition, in the present embodiment, although the fold-
able portable phone is described using the connection portion
4, it is not limited to this, and may be a sliding type in which
one of the housings slides to one direction from a state where
the manipulation unit side housing 2 and the display unit side
housing 3 are overlapped with each other; a rotating (turning)
type in which one of the housings rotates about an axis par-
allel to the overlapping direction of the manipulation unit side
housing 2 and the display unit side housing 3; and a type
(straight type) in which the manipulation unit side housing 2
and the display unit side housing 3 are arranged in one hous-
ing, and a connection portion is not included. In addition, the
portable phone may be a so-called pivotable two axis hinge
type which ca be opened and closed, and rotated.

In addition, the invention disclosed in this specification
includes a portable electronic device (portable phone) includ-
ing a housing; an acceleration detection unit housed in the
housing; a counting unit that counts a number of steps based
on temporal changes in acceleration detected by the accelera-
tion detection unit; and a step counting unit having a correc-
tion unit that corrects the number of steps counted by the
counting unit.

Here, in Embodiment A, the counting unit is the determi-
nation unit 111A and the counting unit 112A, and the correc-
tion unit is the calculation unit 113 A, the measurement unit
114A, the presumption unit 115A, and the adder unit 116A.

In addition, in another embodiment corresponding to
Embodiment A, the counting unit is the timer unit 101, the
memory 44A', the 1A determination unit 111qA', the 2A
determination unit 1115A", and the 1A counting unit 112aA’,
and the correction unit is the 2A counting unit 1125A" and the
adder unit 116A".

Moreover, in Embodiment B, the counting unit is the timer
unit 101, the positional information acquisition unit 102, the
memory 44B, the 1B determination unit 111aB, the 2B deter-
mination unit 1115B, the 3B determination unit 111¢B, and
the counting unit 112B, and the correction unit is the calcu-
lation unit 113B, the presumption unit 115B, and the adder
unit 116B.

In addition, in another embodiment (former one) corre-
sponding to Embodiment B, the counting unit is the timer unit
101, the positional information acquisition unit 102, the
memory 44B', the 1B determination unit 111aB', the 2B
determination unit 1115B', the 3B determination unit 111¢B',
and the counting unit 112B', and the correction unit is the
calculation unit 113B', the presumption unit 115B', and the
adder unit 116B'.

In addition, in another embodiment (latter one) corre-
sponding to Embodiment B, the counting unit is the timer unit
101, the positional information acquisition unit 102, the
memory 44B", and the 1B determination unit 111aB", the 2B
determination unit 1115B", the 3B determination unit
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111¢B", and the 1B counting unit 112¢B", and the correction
unit is the 2B counting unit 1126B" and the adder unit
1116B".

In addition, in Embodiment C, the counting unit is the
counting unit 211C and the correction unit is the count control
unit 214C.

The invention claimed is:

1. A portable electronic device comprising:

a housing containing a vibration producing unit that
vibrates the housing, the vibration producing unit com-
prising a motor with an eccentric weight attached to an
output portion of the motor;

a three-axis acceleration detection unit housed in the hous-
ing; and

a step counting unit, the step counting unit comprising:

a counting unit that counts a number of steps based on
temporal changes in acceleration detected by the
acceleration detection unit,

and a correction unit that corrects the number of steps
counted by the counting unit,

the step counting unit further comprising:

a timer unit housed in the housing;

a determination unit that determines whether a wave-
form pattern detected by the acceleration detection
unit is a first waveform pattern, a second waveform
pattern, or a third waveform pattern, wherein one of
the first waveform pattern or the second waveform
pattern represents a waveform pattern of a user
walking or running, a other of the first waveform
pattern or the second waveform pattern is caused by
addition of vibration to walking motion or running
motion of the user, and the third waveform pattern
is a waveform pattern of temporal changes in accel-
eration values due to movement of the housing
produced by only vibration by the vibration pro-
ducing unit;

a waveform pattern counting unit that counts a number
of the first waveform patterns; and

a storage unit that stores information regarding the third
waveform pattern;

the correction unit comprising:

a calculation unit that calculates a number of detec-
tions in a first detected value waveform pattern in a
time period;

ameasurement unit that measures a duration period of
a second detected value waveform pattern utilizing
time information from the timer unit;

a presumption unit that presumes a number of detec-
tions of the first detected value waveform patterns
by multiplying the number of detections in a time
period calculated by the calculation unit by the
duration period measured by the measurement
unit; and

an adder unit that adds the number of detections pre-
sumed by the presumption unit to the count number
in the waveform pattern counting unit but does not
change the count number if the determination unit
determines that the detected value waveform pat-
tern is the third waveform pattern.

2. The portable electronic device according to claim 1
wherein

the storage unit stores the waveform pattern, wherein the
other of the first waveform pattern or the second wave-
form pattern is generated in response to the vibration
produced by the vibration producing unit, the vibration
produced in response to a predetermined move by the
user, and
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the storage unit stores the other of the first waveform pat-
tern or the second waveform pattern.

3. The portable electronic device according to claim 2,

wherein

the determination unit compares a detected value wave-
form pattern that is a pattern of temporal changes in
acceleration values detected by the acceleration detec-
tion unit and a waveform pattern stored in the storage
unit, and

determines whether the detected value waveform pattern is
the first waveform pattern or the second waveform pat-
tern.

4. The portable electronic device according to claim 2,

wherein

the storage unit stores amplitude information and oscilla-
tion period information in a waveform pattern.

5. The portable electronic device of claim 2, wherein the
vibration produced by the vibration producing unit is con-
tinuous or intermittent.

6. A portable electronic device comprising:

a housing containing a vibration producing unit that
vibrates the housing, the vibration producing unit com-
prising a motor with an eccentric weight attached to an
output portion of the motor;

a three-axis acceleration detection unit housed in the hous-
ing;

a step counting unit, the step counting unit comprising:

a counting unit that counts a number of steps based on
temporal changes in acceleration detected by the
acceleration detection unit; and

a correction unit that corrects the number of steps
counted by the counting unit,

the step counting unit further comprising:

a timer unit housed in the housing;

a storage unit that stores information about a wave-
form pattern of temporal changes in acceleration
values, which is information of a first threshold
information about an oscillation period of a wave-
form pattern and a second threshold information
about an amplitude of a waveform pattern;

a first determination unit that determines whether a
detected value waveform pattern that is a waveform
pattern of temporal changes in acceleration values
detected by the acceleration detection unit is a first
detected value waveform pattern in which the oscil-
lation period is greater than or equal to the first
threshold and the amplitude is greater than or equal
to the second threshold, wherein the first detected
value waveform pattern represents a waveform pat-
tern of a user walking or running;

a second determination unit that determines whether
the detected value waveform pattern is a second
detected value waveform pattern in which the oscil-
lation period is smaller than the first threshold and
the amplitude is greater than or equal to the second
threshold, and a virtual waveform pattern calcu-
lated from the detected value waveform pattern has
substantially identical shape to all or a part of the
first detected value waveform pattern, wherein the
second detected value waveform pattern represents
a waveform pattern caused by addition of other
vibration to walking motion or running motion of
the user;

a third determination unit that determines whether the
detected value waveform pattern is a third detected
value waveform pattern in which the oscillation
period is smaller than the first threshold and the

10

15

20

25

30

35

40

45

55

60

65

30

amplitude is greater than or equal to the second
threshold, and the virtual waveform pattern has
different shape from the first detected value wave-
form pattern, wherein the third detected value
waveform pattern represents a waveform pattern of
temporal changes in acceleration values due to
movement of the housing produced by only the
vibration by the vibration producing unit; and

a first counting unit that counts a number of the first
detected value waveform pattern determined by the
first determination unit;

the correction unit comprises comprising:

a second counting unit that counts a number of the
virtual waveform patterns in the second detected
value waveform pattern determined by the second
determination unit; and

an adder unit that adds a count number in the second
counting unit to a count number in the first counting
unit, but does not change the count number if the
third determination unit determined that the
detected value waveform pattern is the third
detected value waveform pattern.

7. The portable electronic device according to claim 6,

wherein

the first determination unit and/or the second determina-
tion unit determines whether the virtual waveform pat-
tern is the second detected value waveform pattern that
has substantially identical shape to all or a part of the first
detected value waveform pattern by comparing the vir-
tual oscillation period and the virtual amplitude of the
second detected value waveform pattern, and peaks and
troughs of waveforms of the virtual waveform pattern.

8. A portable electronic device comprising:

a housing containing a vibration producing unit that
vibrates the housing, the vibration producing unit com-
prising a motor with an eccentric weight attached to an
output portion of the motor;

a three-axis acceleration detection unit housed in the
housing;

a step counting unit including a counting unit that counts a
number of steps based on temporal changes in accelera-
tion detected by the acceleration detection unit, and a
correction unit that corrects the number of steps counted
by the counting unit,

the step counting unit further comprising:

a timer unit housed in the housing;

a positional information acquisition unit that is housed
in the housing and acquires positional information of
the housing, wherein the positional information
acquisition unit comprises a GPS function;

a storage unit that stores information about a waveform
pattern of temporal changes in acceleration values,
which is information of a first threshold information
about an oscillating period of the waveform pattern
and second threshold information about an amplitude
of the waveform pattern;

a first determination unit that determines whether the
amplitude is greater than or equal to the second
threshold in a detected value waveform pattern that is
a waveform pattern of temporal changes in accelera-
tion values detected by the acceleration detection
unit;

a second determination unit that determines whether a
current state is a moving state when the housing is
moving based on the positional information in a case
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where the amplitude is determined as greater than or
equal to the second threshold by the first determina-
tion unit;

a third determination unit that determines whether an
oscillating period of a detected value waveform pat-
tern is greater than or equal to the first threshold in a
case where the second determination unit determined
that the current state is the moving state, the oscilla-
tion period related to a vibration of the housing; and

a first counting unit that counts a number of the first

detected value waveform patterns determined as having

the oscillation period greater than or equal to the first
threshold by the third determination unit among the
detected value waveform patterns;

the correction unit comprising:

a calculation unit that calculates a number of detections
in the first detected value waveform pattern in a time
period;

a measurement unit that measures a duration period of
the second detected value waveform pattern deter-
mined as having the oscillation period smaller than
the first threshold by the third determination unit
among the detected value waveform patterns;

apresumption unit that presumes a number of detections of

the first detected value waveform patterns by multiply-
ing the duration period measured by the measurement
unit by the number of detections in a time period calcu-
lated by the calculation unit; and

an adder unit that adds the number of detections presumed

by the presumption unit to the count number in the first

counting unit.

9. The portable electronic device according to claim 8,
wherein the adder unit does not change the count number if
the second determination unit determines that the housing is
not in the moving state.

10. The portable electronic device according to claim 8,
further comprising:

amoving distance calculation unit that calculates a moving

distance moved during a predetermined time period

from the positional information acquired by the posi-
tional information acquisition unit, wherein

the second determination unit determines whether a cur-

rent state is the moving state based on the moving dis-

tance moved during the predetermined time period cal-
culated by the moving distance calculation unit.

11. The portable electronic device according to claim 8,
further comprising:

amoving velocity calculation unit that calculates a moving

velocity from the positional information acquired by the

positional information acquisition unit, wherein

the second determination unit determines whether a cur-

rent state is the moving state based on the moving veloc-

ity calculated by the moving velocity calculation unit.

12. The portable electronic device according to claim 11,
wherein the second determination unit determines that the
current state is not the moving state, when the moving veloc-
ity is greater than or equal to a predetermined first velocity.
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13. A portable electronic device comprising:

a housing containing a vibration producing unit that
vibrates the housing, the vibration producing unit com-
prising a motor with an eccentric weight attached to an
output portion of the motor;

a three-axis acceleration detection unit housed in the hous-
ng;

a step counting unit, the step counting unit comprising:

a counting unit that counts a number of steps based on
temporal changes in acceleration detected by the
acceleration detection unit, and

a correction unit that corrects the number of steps
counted by the counting unit,

the step counting unit further comprising:

a timer unit housed in the housing;

a positional information acquisition unit that is
housed in the housing and acquires positional
information of the housing, wherein the positional
information acquisition unit comprises a GPS
function;

a storage unit that stores information about a waveform
pattern of temporal changes in acceleration values,
which is information of a first threshold information
about an oscillation period of a waveform pattern and
second threshold information about an amplitude of a
waveform pattern;

a first determination unit that determines that the amplitude
is greater than or equal to the second threshold in a
detected value waveform pattern that is a waveform
pattern of temporal changes in acceleration values
detected by the acceleration detection unit;

a second determination unit that determines whether a
current state is a moving state where the housing is
moving based on the positional information in a case
where the first determination unit determined that the
amplitude is greater than or equal to the second thresh-
old;

a third determination unit that determines whether an oscil-
lation period of the detected value waveform pattern is
greater than or equal to the first threshold in a case where
the second determination unit determined that the cur-
rent state is the moving state, the oscillation period
related to a vibration of the housing; and

a first counting unit that counts a number of the first
detected value waveform patterns determined as having
the oscillation period greater than or equal to the first
threshold by the third determination unit among the
detected value waveform patterns;

the correction unit comprising:

a second counting unit that counts a number of virtual
waveform patterns that are made by coupling adjacent
top points in the second detected value waveform
patterns determined as having the oscillation period
smaller than the first threshold among the detected
value waveform patterns; and

an adder unit that adds the count number in the first
counting unit to the count number in the second
counting unit.
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